Teamltalia

Mounting:

Environment:

ceiling/wall

indoor/outdoor

Typical use: signs , facades , gardens
Lenghts: V1: 50cm V2: 100cm V3: 150cm
V4: 200cm V5: 250cm

Light source / CCT: 14,4W/mt 22W/mt
1A - 2700K - 1'600Im/mt 3A-2700K - 2'300Im/mt
1B - 3000K - 1'600Im/mt 3B - 3000K - 2'300Im/mt
1C - 4000K - 1'600Im/mt 3C - 4000K - 2'300Im/mt
1E - RGB

Nominal lifetime (14,4/22W/mt): 35'000h [70B20 (Ta 25°C)

Materials:

Protection degree:

profile: Aluminum
headboard: Stainless steel
internal diffuser:  PMMA

cover: PC UV protect

lamp body IP66

Protection against mechanical external agents: 1IKO7 with standard sealing device

Optics:

130 - 1220

CODES Rev.C

6010D

PROFILES - 360DROP
designed by Tl Lighting LAB

IP66 led lamp for diffused linear or accent
lighting in outdoor environments.
Thanks fo the accessories (not included) the
lamp can also be suspended, distanced from
the wall or fixed in the meadow.
Power supply not included.

Adjustable DIFFUSED or CONCENTRATED

with lens light emission.
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