TeamlItalia

Mounting:
Environment:

Typical use:

pendant
outdoor

residential, hotels, swimming pools,
spas

OPTIC

Lighting effects:
Light source:
CCT:

Light source:

down diffused with opal E2
down opal 2'750Im
2'700K (3'000K on request)
led SMD CR.1.>90

Nominal lifetime: 50'000h L8OB20 (Ta 25°C)

ELECTRICAL DATA

Wattage:
Voltage:

Power supply:

down 65W
24VDC

not included

DIMENSIONS & WEIGHT

Dimensions:

@110cm  Section H3x1,5¢cm

Ambient temperature

range:

Materials:

Weight:

-10 / +35°C

body: extruded aluminum
cover: pmma OPAL

4 kg

CODES Rev.A

1032C54

Leggera suspension @110cm
designed by Tl Lighting LAB

Suspension lamp with @1 10cm dimensions
in painted aluminum.

DOWNLUGHT emission.

. NE Black

( 24vDC
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TeamlItalia

OPTIONS

DIMMABLE DALI (Push)

Code: GE&EED not available

PHASE CUT

Code: not available

STRUCTURE FINISHES

(] BV white

CODES Rev.A

1032C54

Leggera suspension @110cm
designed by Tl Lighting LAB

Suspension lamp with @1 10cm dimensions
in painted aluminum.
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