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= Funzioraments in sola emengenza

= Funzionamenta n luce confinug in abbiramento con alimentaton eletiromicl, elettronice
dimmesabili

Versiong regolabile con dip-switch, per power LED a corrente costante o per maduli LED
a tensione costants

"

Tensione di alimentazione:
Corrente di alimentazione:

Temp. max d'esercizio misurata sull invoiucro:

Temperaiura ambiente:

Tempa di ricarica:

Distanza max fra alimentatore e lampada;
Portata morseitien;

Sezione del cavo:

Lumgherrd cavo balterie:

Lunghezza cavo led FROR:

Foro di montaggio led:

220-240V - 50/50 Hz
20mA - 0.6

T0°C

0+50"C

24h (120%)

am

1,5 mm2

2x0.75mmz - HIGWV-F

8 B.Bmm

= Collegabili ad alimentatori con fensione e corrente massima in uscita 90V e 24
= Intervento istanianeo ad ogni mancanza di rete
> Batterie al NiCd “alia temperatua”
= Grado di protezicne, [F2D
= Porizbattesiz disponibile per modedli ELG171
> Indicatore di ricareca a LED con cavo FROR
= [Desposiliive di potezione confro b2 scanche polungale
= Possibilita di mibizione in Modo Riposo con iefecomandn esternd centralizzato
> Possibilita di avindiagnosi con modido esierno MAT4 DALI
= ﬁm&w el i ricaica oon isolamenta principals in di ricarica & hatteria in modo nor-
tdopo 13 prva o cui &l jpurie 22 3 defia norma CB EN 61347 -2-r-2007
= Condormita alle norme ENG1.347-2-13, ENG1347-2-7. ENG1547, ENSS015, ENGD558-2-
22 ENG1000-3-2, SELV
T C drives
rent or ponstant velfzpe fo-power LED o LED
MDEES
Connecied to power supplies with maximum oulpul voltage and current 30V and 2A
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[} I with FAOR lag cahle
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Charging device with st Hiop able ip rechs Zine ke bafery normakly
fi 1 2007
47 -2:T, ENGTSAT, ENSSOS
1 hour durafion - Batt. 7,2¥-1.6Ah
Posiricnie fersione i iavoro Cosmenile di uscila Nirmeéro ma Modufi LEDH
Dip-switch | in emiegenza - (W )| = emerganza - (I di power LED In lensiona
i comenis

& g1 50 - 300mA My pp=12/Vp T2V - 28 Max
B §-24 350 - 160mA Npp=24 Vg | 24V - 2A Max
£ L) 350-80mA | Miep=357V5 -
] 9-5¥ 350 - almd Wy en=57 [V -

*|I modelbx ELET71 assicura 1h di aulonamia con ricarca di 12 are.

SUpply Molge
Supply earrent:
Max case temperates

Armitient Termpeal e

Recharging lima:

Wz distance between inverter and kamp
Serewless Brminals max connectian size

Cables with diamata
Length battery cable;
Length FROR led cable
Lad maunting fols
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220-240V - 5060 Ke

20 mA - 0.6
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Emergency light KIT for power LED and LED modules 3
KIT per luce d’emergenza per power LED e moduli LED ik o I I

SCREW & 056 Weight - Peso: SCREW | Weight - Peso gr. 47 / 1,65 oz
(O] @ [P 20| [5&e 1[5 D] or. 58/ 2,04 oz. [BUILT-IN| [B5NE £ pes - pezyi 25
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Wiring diagrams - Schemi di collegamento (max. LED distance: 2 mt/ 6 ft - Distanza max. LED: 2 mt/ 6 ft).
h [ LED indicat := [ LED indicator
h“—"oo_rolﬂpu‘r om[@ 4 > 5 "= L o—+Qmpur DN‘@ i P I
CHARGE @ W= o———() CHARGE Ot A= -
LED OUT : LED/LDAD N LED OUT : LEDJ’LUA?H
O
POWER IN g POWER IN =
(3)———o 4 Rest mode (£)———o-+ Rest mode
8 REST MODE e 7412 Vde Iﬁ‘1°—/:—O REST MODE e 7412 Ve
BATT BATT
Battery Battery
oL +O
in out
ON -0
DRIVER
Non-maintained (emergency only) diagram Maintained with external electronic driver diagram
Collegamento non permanente (solo emergenza) Collegamento permanente (illuminazione ordinaria)
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